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EN60598, ENEC, IP66, IK09, IK10, Beam_Post top_2, Beam_Bracket_1, Beam_eControl_A, SC1, SC2, CE, Ta=25, LED

Luminaria LED de alta calidad para mejorar con eficiencia las 
carreteras y calles urbanas hasta la clase Me2.

• Flexibility of use: 13 lumen outputs (up to 21500 lm), top or lateral mountings 
and two optics to cover a wide range of lighting projects from S to Me2 classes

• Una óptica LED R-PEC de Thorn de alto rendimiento para un alumbrado 
sumamente eficiente de calles y carreteras (hasta 150 lm/W).

• Una luminaria duradera con estanqueidad de grados IP66 y IK10 fabricada con 
aluminio fundido de alta calidad.

• A juego con nuevas columnas y brazos para conseguir un proyecto 
arquitectónico completamente armonizado.

Las fotos, dibujos y datos técnicos de iluminación son únicamente imágenes simbólicas. Para obtener datos detallados de un producto, por favor, pulse sobre el producto 
deseado.
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Material/ tipo
Body, spigot and canopy: die-cast aluminium  (EN AC-47100), power coating textured dark grey finish. Standard corrosion 
class: C3.
Flat glass cover: 5mm thick toughened glass.
Gasket: Ethylene Propylene Diamine rubber (EPDM).

Instalación/ montaje
Optimised narrow road (NR) and wide street (WS) optic for good control and comfort. Dedicated range of Dyana (Thorn 
range) columns and brackets.
Side entry mounting Ø 60mm, tilt = 0°, -5°. Post top mounting Ø 60mm and Ø 76mm as standard, tilt 5°, 10°. End cap 
secured by 2 screws.
Slim section only 92mm thick. Opening from above. Supplied complete and ready to install, in a single box. Weight: 12 kg 
max.
Supplied complete and ready to install, in a single box. Weight: 15kg max. Option for Ø 76 mm mounting with spigot 
accessory.
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Se suministra completa con LED.Indicaciones para pedidos

Descripción Código ILCOS Zócalo Peso (kg) Código SAP

Soportes

<SATYS2 MWA 0,4 ANT 2,4 96264458

<SATYS2 1xBRA 0,8 MTP D60 ANT 10,3 96264454

Paquetes de columnas

<SATYS2 COL 8M 1xBRA 1,2 D60 ANT 80 96264464

<SATYS2 COL 8M 2xBRA 1,2 D60 ANT 85 96264465

<SATYS2 COL 8M 1xBRA 1,2 D60 MWA ANT 86 96264466

<SATYS2 COL 9M 2xBRA 1,2 D60 ANT 95 96264468


