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-Rikkoontunut suojalasi vaihdettava
v litt m sti uutsen vastaavaan.

-Asennettaessa suojausluokan II valaisinta
on peruseristetyn johdon ja kosketeltavien
metalliosien v linen kosketus tehokkaasti
eristett v .

Suojausluokan I valaisin
t ytyy maadoittaa.
-Verkkoj nnite on kytkett v pois ennen
valaisimen huoltotoimenpiteit .

-Valaisimen rakennetta el saa muuttaa.
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R2L2 XS

TYPE : R2L2 XS

CZ
Istuzioni di monttaggioIT
Szerel si tmutatHU
Notice de montageFR
AsennusohjeFI

PaigaldusjuhendEE
MonteringsvejledningDK

MontageanleitungDE

Montavimo InstrukcijosLT

Installation instructionsUK

InstallationsanvisningSE
RU

Instrukcja montazuPL
MonteringsanvisningNO
Instalacijas instrukcijaLV

IP66IK09

R2L2 XS

R2L2 XS

LED CLASS I CLASS II

SCx

MAX
7.4 kg

0,05 m
2

17 245
(CL1)

mm598 mm232

m
m

14
9

96370386  P- 08/2018

The luminaire with clear optic should be
positioned so that prolonged staring into
the luminaire at a distance <2 m is not expected.

The light of this luminaire is not
replaceable; when the light source
reaches its end of life, the whole
lighting part shall be replaced.
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CLASS I / CLASS II
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CL1 Only
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Compact desgin luminaire,
the cable as short as possible.

Maintain the gear tray
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Change to a new gear
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Change the working angle Cable assembly
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